
TECHNICAL DATA SHEET 

Electrolytic Copper Cathode (Cu 99.994% Min) 

Product Description 

Electrolytic Copper Cathode manufactured in accordance with ASTM B115 requirements, 

featuring a minimum copper content of 99.994% and ultra-low impurity levels.  

Suitable for wire rod production, electrical conductors, copper alloys, electronics, and other high-

purity industrial applications. 

 

 

 

 

General Product Information 

Product Name Standard Purity Length Width Thickness 
Weight 

per 
Sheet 

Sheets 
per 

Bundle 

Bundle 
Weight 

Electrolytic 
Copper 

Cathode 

ASTM 
B115 

≥ 99.994 % Cu 100 cm 100 cm 8 mm 142 kg 17 sheets 
2,414 kg 
(approx.) 

 

Chemical Composition Analysis 

Element Spec Element Spec Element Spec 

Cu ≥ 99.994 % Pb < 5 ppm Sn < 1 ppm 

As < 1 ppm Zn < 3 ppm Bi < 1 ppm 

Sb < 1 ppm Co < 2 ppm Si < 1 ppm 

Fe < 2 ppm Ni < 1 ppm P < 1 ppm 

Mn < 0.5 ppm Cd < 0.2 ppm Cr < 1 ppm 

S < 15 ppm Te < 1.2 ppm Ag < 10 ppm 

O < 50 ppm Se < 0.4 ppm — — 

 


